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Electric Double Fryer
6 + 6 L Commercial Countertop Fryer - 5 kW Total
Model E-DZ-6L-2 | 220-240 V / 50 Hz | 0-180 C

COMMERCIAL ELECTRIC DOUBLE FRYER
Model E-DZ-6L-2 | Dual 6 L Tanks

KEY SPECIFICATIONS
Twin-tank commercial fryer

CAPACITY 6 + 6 L

TEMPERATURE 0-180 C

POWER 2.5 kW x 2

TOTAL POWER 5 kW

VOLTAGE 220-240 V

FREQUENCY 50 Hz

NET / GROSS 110 / 120 kg

DIMENSIONS 540 x 410 x 285 mm

HEAVY-DUTY CONSTRUCTION
All-stainless-steel body with
heavy-duty heating elements and
temperature control.
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Product Features & Technical Specifications
Electric Double Fryer | Model E-DZ-6L-2

Key Features

• Commercial electric double fryer with dual 6-liter tanks.
• Independent 2.5 kW heating power per tank; 5 kW total.
• Adjustable temperature range from 0 to 180 C.
• 220-240 V / 50 Hz power supply.
• All-stainless-steel body construction.
• Heavy-duty heating elements.
• Integrated temperature control function.

Technical Overview

PRODUCT TYPE Commercial Electric Double Fryer

MODEL NO. E-DZ-6L-2

INSTALLATION Countertop

TANK CONFIGURATION 2 Tanks

CAPACITY 6 + 6 L

TEMPERATURE RANGE 0-180 C

POWER 2.5 kW x 2

TOTAL POWER 5 kW

VOLTAGE 220-240 V

FREQUENCY 50 Hz

CONSTRUCTION All Stainless Steel Body

HEATING ELEMENT Heavy-Duty

CONTROL Temperature Control Function

NET WEIGHT 110 kg

GROSS WEIGHT 120 kg

DIMENSIONS (W x D x H) 540 x 410 x 285 mm

Product Description
The E-DZ-6L-2 is a commercial electric double fryer with two 6-liter tanks, each powered by a 2.5 kW
heating element. It offers adjustable temperature control from 0-180 C and operates on 220-240 V / 50
Hz. The all-stainless-steel body and heavy-duty elements are designed for professional countertop
frying applications.
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