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Electric Induction Cooker
E-TDTFR-601 | Countertop | Double head
4 kW | 220 V / 50 Hz | 400 x 650 x 250 mm

KEY SPECIFICATIONS
Countertop induction cooker

Model E-TDTFR-601

Installation Countertop

Configuration Double head

Power 4 kW

Voltage 220 V

Frequency 50 Hz

Dimensions 400 x 650 x 250 mm

DOUBLE HEAD
Power: 4 kW
220 V / 50 Hz
400 x 650 x 250 mm

E-TDTFR-601 | Electric Induction Cooker
Countertop | Double head | 4 kW | 220 V / 50 Hz

Heating and glass descriptions retained as supplied.
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Features & Technical Specifications
E-TDTFR-601 | Electric Induction Cooker

FEATURES

• Countertop electric induction cooker.

• Double head radiation configuration, as supplied.

• German induction electromagnetic machine.

• German Scott glass.

• Power: 4 kW. Electrical supply: 220 V / 50 Hz.

• Dimensions: 400 x 650 x 250 mm.

TECHNICAL SPECIFICATIONS

Model E-TDTFR-601

Product type Electric induction cooker

Installation Countertop

Heating configuration Double head radiation

Induction component German induction electromagnetic machine

Glass German Scott glass

Power 4 kW

Voltage 220 V

Frequency 50 Hz

Dimensions 400 x 650 x 250 mm

PRODUCT OVERVIEW
Countertop electric induction cooker, model E-TDTFR-601.
Double head configuration; power 4 kW; 220 V / 50 Hz.
Dimensions: 400 x 650 x 250 mm.
Heating and glass descriptions retained as supplied.



