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American Style 3-Tube Gas Fryer
16 L / 35 lb oil capacity | 3 burners
FGF300 | 27 kW | Thermostatic control: 200–400 °F

KEY SPECIFICATIONS
AMERICAN MODEL GAS FRYER

Model FGF300

Type 3-tube gas fryer

Oil capacity 16 L / 35 lb

Burners 3

Temperature 200–400 °F

Control Thermostatic

Power capacity 27 kW

Total power 90000 Btu

Weight 62 kg

Dimensions 394 x 762 x 1140 mm

THERMOSTATIC CONTROL
Temperature: 200–400 °F
Extra depth oil level
Front-sloping vessel bottom

FGF300 American Style Fryer
3-tube gas fryer | Heavy duty stainless steel

Gas valve and system names retained as supplied.
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FGF300 | American Style 3-Tube Fryer
Product features and technical specifications

FEATURES

• U.S. Robershaw gas valve and Robershaw gas system.

• Heavy duty stainless steel construction.

• Extra depth oil level for frying larger products.

• Front-sloping vessel bottom for quick, easy draining of oil and debris.

• Ample cool zone prevents carbonization of trapped food particles and extends oil life.

• Thermostatic control: 200–400 °F.

• Three burners; power capacity: 9 kW x 3 = 27 kW.

TECHNICAL SPECIFICATIONS

Model FGF300

Style American model

Type 3-tube gas fryer

Gas valve U.S. Robershaw gas valve

Gas system Robershaw gas system

Oil capacity 16 L / 35 lb

Construction Heavy duty stainless steel

Temperature control Thermostatic

Temperature range 200–400 °F

Burners 3

Power capacity 9 kW x 3 = 27 kW

Total power (supplied) 90000 Btu

Weight 62 kg

Dimensions 394 x 762 x 1140 mm

PRODUCT OVERVIEW
The FGF300 American model is a 3-tube gas fryer with 16 L / 35 lb oil capacity.
Three burners provide 9 kW x 3 = 27 kW; total power is listed as 90000 Btu.
Weight: 62 kg. Dimensions: 394 x 762 x 1140 mm. Thermostatic range: 200–400 °F.
Gas valve and system names retained as supplied.



